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Stojici WC s otevienym okruhem splachovani
pro snadnou udrzbu

INSTALACNI NAVOD
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PRO SPRAVNOU INSTALACI PRODUKTU SI POZORNE PRECTETE TYTO POKYNY PRED TiM,
NEZ ZACNETE.
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PRODUKT JE KREHKY.
ZACHAZEJTE S NiM
OPATRNE, ABYSTE
PREDESLI JEHO
POSKOZENI A ZRANENI!
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PRED ZAHAJENIM MONTAZE




INSTALACE TOALETY
POZNAMKA: Pred instalaci toalety musi byt montdzni povrch &isty a rovny! ..

X=306 mMm+3 mm
Y =370 mm £ 6 mm
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INSTALACE KRYRU A SEDATKA
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ROZMERY

490 mm

413 mm

Problém

PRUVODCE RESENIM PROBLEMU

Mozna pfic¢ina

592 mm

213 mm
O

Ndprava

Splachovani
toalety selhalo

Ventil pfivodu vody neni otevieny.

Uplné otevrete pfivodni ventil.

Tlacitko nefunguje.

Vyména tlacitka.

Filtr regulatoru zablokovan.

Demontujte regulator a vycistéte filtr
a podrzte stisknuté tlacitko 1 minutu
pro doplnéni vzduchu do kazet.

Splachovani toalety
je slabé nebo vyska
vodniho uzavéru je
neobvykla

PfiliS nizky tlak vody.

Pracovni tlak musi byt nejméné 25 PSI,
optimaliné 30 PSI.

Filtr regulatoru zablokovan.

Demontujte regulator, aby se vycistil filtr
a podrzte stisknuté tlacitko 1 minutu
pro doplnéni vzduchu do kazet.

Znecisténa voda zplsobuje zablokovani jadra
plniciho ventilu a omezeny pratok.

Vyména plniciho ventilu.

Vytekla toaleta
(splachovaci ventil
trvale otevieny)

Znecisténa voda zplsobuje poskozeni jadra
splachovaciho ventilu a neuzavira se jako ob-
vykle.

Vymeéna jadra splachovaciho ventilu.

Znedisténa voda zplsobuje, ze se
hydraulické tlacitko nezavre.

Vyména hydraulického tlacitka.

Netésnost toalety

Znedisténa voda zplsobuje poskozenf
a netésnost reguldtoru.

Vymeéna reguldtoru.

Znecisténa voda zplsobuje poskozenf(
a netésnost plniciho ventilu.

Vyména plniciho ventilu.

Hadice pfivodu vody neni dostateCne dotazena.

Dotahnéte pfipojeni hadice pfivodu vody.

Poskozend nebo chybéjici podlozka hadice.

Vyména podlozky.

Zpomalené skldpéni
sedatka selhava

Tlumic selhal.

Vyména sedatka.

Nestandardni
chovani toalety
béhem napousténi

Nespravné nastaveni splachovaciho objemu.
Splachovaci ventil selhal.

Nastavte vysSsi splachovaci objem.
Vyména uzaveéru ventilu.
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MONTAZNI DiLY

QOSCBAOANA

Sefizovac splachovaciho objemu
Regulator

Napoustéci ventil

Splachovaci ventil

Potrubi pro odvod vody

Nadrze

Kryt a sedatko

Hydraulické splachovaci tlacitko

Keramika
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SEZNAM NAHRADNICH DiLU

‘ Dil ‘ Cislo dilu ‘ Pocet
Sefizovac
splachovaciho NDSATOFSHFS2AB 1
objemu
2 - Regulator 999910060150 1
3 Nap?USteC' 112070031020 1
ventil
Viko a jadro
a lach h 112070031023 :
spiachovaciho NDSATOFSHFS2FV
ventilu
-
5 @ Potrubi pro odvod vody NDSATOFSHFS20P 1
6 w N&drze NDSATOFSHFS2CA 1
=
7 Kryt a sedatko NDSATOFSHFS2SE 1
8 j Hydraulické splachovaci tlacitko 112070031021 1
>
9 Keramika NDSATOFSHFS2WC 1
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PROHLASENI O VLASTNOSTECH

Swiss
Aqua
Technologies

—_

. Article number:

2. Product designation:

3. Intended purpose:

4. Manufacturer name’s and adress:

. Importer’s name and adress:

Harmonized standard:

0w N O O

. Declared performance:

DoP-997-01

SATOFSHFS2

Free standing pedestal WC pan with accumulation flushing

Declaration of Performance

system Optim Flush Hybrid

Personal hygiene (PH)

Swiss Aqua Technologies CZ, s.r.o.

Skorkovska 1310
Praha 9
Czech republic

tel.: +420 737 260 190
e-mail: info@swatec.ch
web: swatec.ch

N.A.
. Review of the confirmation of performance: = System 4
EN 997:2012
Key features Performance Harmonized standard
Capacity of flushing water (CF) Satisfies
Backflow prevention (BP) Satisfies
Cleanability (CA) Satisfies
Load resistance (LR) Satisfies EN 997:2012
Water leaktightness (WL) Satisfies
Valve reliability (VR) Satisfies
Durability (DA) Satisfies

In Prague 30.10. 2020

Signed in the manufacturer’s name by:

Swiss A

Sk°éeee§m£ e

C€

Swiss Aqua Technologies CZ s.r.o.
Skorkovska 1310, Praha 9, Czech Republic

20
DoP-997-01
SATOFSHFS2
PH
EN 997:2012 — CL2

DoP-977-01 (EN)

9. The performance of the product is consistent with the product description and with the table shown.
This Declaration was issued under the responsibility of the manufacturer identified above.
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58334

SAT® je registrovana obchodni znacka

Swiss
Aqua
Technologies’

=

Swiss Aqua Technologies AG

Gewerbestrasse 9, 6330 Cham, Switzerland

SAT OptimFlush SATOFSHFS3

www.swatec.ch

PATENT
PROTECTED

OptimFlush Toilet is patented by
Swiss Aqua Technologies AG.
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